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Abstract

The paper is focused on a detailed numerical analysis of the stress field in specimens used for the wedge splitting
test (WST) which is an alternative to the classical fracture tests (bending, tensile) within the fracture mechanics of
quasi-brittle building materials, particularly cementitious composites. The near-crack-tip stress field in the WST
specimen is described by means of constraint-based two-parameter fracture mechanics in the paper. Different levels
of constraint in the vicinity of the crack tip during fracture process through the specimen ligament are characterized
by means of the T -stress. Two basic shapes of WST specimen – the cube-shaped and the cylinder-shaped one – are
investigated and the determined near-crack-tip stress field parameters are compared to those of compact tension
(CT) specimens according to the ASTM standard for classical and round geometry. Particular attention is paid
to the effect of the compressive component of the loading force (complementing the splitting force) acting on
the loaded side of the specimen and its reaction from the opposite part of the specimen on the stress field in the
cracked body. Several variants of boundary conditions on the bottom side of the specimen used for this kind of
testing procedure are also considered. The problem is solved numerically by means of the finite element method
and results are compared with data taken from the literature.
c© 2009 University of West Bohemia. All rights reserved.
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1. Introduction

For determination of the fracture-mechanical parameters of quasi-brittle materials used com-
monly in the building industry, particularly cement-based composites such as concretes and
mortars, specific experimental tests on notched specimens under bending (e.g. three- or four-
point bending of notched beams or cylinders), tension (e.g. single or double edge notched or
dog-bone specimens) or eccentric compression (e.g. double edge notched cubes or prisms and
round notched cylinders) are usually performed [5, 15, 34, 39].

However, the influence of the bended specimen’s own weight at the performed test’s record
is significant and cannot be ignored, especially in the case of materials with low tensile strength,
e.g. early-aged concretes and mortars [28]. Moreover, a substantial portion of the testing spec-
imen’s volume remains elastic and does not directly participate in the failure test, which causes
an unnecessary increase in the material required for preparation of the testing specimen. There
is either a superfluous amount of the fresh concrete/mortar necessary for the casting of the
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testing specimens in the case of those specimens prepared simultaneously with the structure’s
realisation or an immoderate demand for the volume of material necessary to be taken from
already existing structures.

The performance of the tensile tests is, on the other hand, very demanding on the experi-
mental equipment, which encounters e.g. the need for high stiffness of the testing machine and
fittings (e.g. [5, 40, 44]) as well as the necessity of a sophisticated apparatus controlling the
loading rate through feed-back signal from gauges measuring displacements or crack opening
displacements (e.g. [1]).

Eccentric compression is disadvantageous, especially for the reason that also applies to some
cases of both above-mentioned loading configurations; scilicet, a substantial amount of elastic
energy stored in the specimen and the testing machine (frame, fittings) is released suddenly at
the start of the crack/notch propagation, which causes an instable fracture [41].

A convenient alternative to the bending or tensile tests is presented by a wedge splitting test
(WST) proposed by [24] and later developed in [7] and other works. The WST is an adapta-
tion of the common compact tension (CT) test which eliminates the disadvantages stemming
from the usually insufficient toughness of the fittings between the CT specimen and the testing
machine (cumulating of elastic energy resulting in lower test stability). A compressive load
induced by the loading device is transformed into a tensile loading opening the initial notch
via special testing arrangement based on the wedge mechanism (see fig. 1a. An ordinary elec-
tromechanical testing machine with a constant actuator displacement rate can be used and no
sophisticated test stability control apparatus (i.e. closed loop control unit with e.g. crack tip
opening displacement as a feedback signal) is necessary. A cardinal advantage of this arrange-
ment is its very high stiffness in comparison to the loading chain of the common CT test or
other, especially tensile, tests.

As is obvious from fig. 1, the test specimens can be prepared either from standard cube,
beam or cylinder-shaped specimens cast into standard moulds, or as prismatic or cylindrical
specimens taken from existing structures by sawing or core-drilling, respectively. The WST is
extensively used for various experimental studies and recently an increase in usage of the testing
method has been registered (e.g. [9, 14, 19, 25, 28, 38, 46, 47, 48]).

The determination of fracture-mechanical properties of materials from records of fracture
tests is conditioned by a proper fracture-mechanical description of the test in question. In the
case of common testing geometries relevant information can be found summarized in the classi-
cal works in the field of fracture mechanics (e.g. [2, 5, 15, 29, 34]), handbooks ([26, 36]) or other
works [20]. Fracture parameters for the WST are not so widely reported. Stress intensity factors
(SIF, K-factor) for particular variants of the WST (cube-shaped specimens) can be found in lit-
erature, e.g. [10, 30]. However, they are utilizable within a classical (single-parameter) fracture
mechanics approach only, which is inaccurate (insufficient) for application in the case of quasi-
brittle fracture. Approximate expressions of the terms of Williams’ series [45] approximating
the stress field in the cracked body up to the order of 5 for particular dimensions of cube-shaped
WST specimens were introduced for the first three coefficients in [18] and further developed
for five coefficients in [16]. These results cover a considerably wide range of exploitable di-
mensions of cube-shaped WST specimens with two types of boundary conditions in the area of
application of the load to the specimen by the wedge mechanism. However, they are valid only
for a limited range of variants of support configuration on the bottom side of the specimen.

In this paper, the numerical analysis of stress field for wedge splitting geometry in the frame-
work of two-parameter fracture mechanics is introduced. The stress intensity factor K and the
T -stress for cube- and cylinder-shaped WST specimens are determined and they are compared
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Fig. 1. Wedge splitting test geometry: sketch of stiff fixtures transferring the load from the testing
machine to the specimen (a), several variants of specimen shapes applicable for WST prepared from
standard cube (b) and cast or core-drilled cylinder (c, d, e) (inspired by [24])

to results corresponding to the similar testing configuration – the classical and round CT speci-
mens. The effects of different boundary conditions on both the loaded and the supported side of
the WST specimen on the calculated fracture parameters are examined. The influence of fric-
tion of the roller bearing on the values of fracture parameters (K, T -stress) is briefly discussed.
The present paper follows on from and elaborates the previous studies of the authors on this
subject [31, 32, 33].

This paper is divided into several sections. After this introduction the motivation of the
work is clarified with particular definition of the objectives of the analyses performed. Next, the
theoretical background as a basis for the calculations conducted is briefly explained. A section
devoted to modelling details is then followed by analysis and discussion of the results. The
importance of the research introduced with substantial conclusions is stated in the last section.

2. Motivation, analysis objective definition

Knowledge of the stress field in the cracked specimen, or at least its accurate enough estimation,
provides the possibility of constructing the size and shape of the fracture process zone (FPZ)
characteristic for the fracture of quasi-brittle cementitious composites, as is proposed by [42,
43]. This method is based on multi-parameter linear elastic fracture mechanics and classical
non-linear models for quasi-brittle fracture. A technique of this kind enables the specification of
the energy dissipated in the FPZ evolving at the macroscopic crack tip during fracture process in
quasi-brittle materials to its volume, which might contribute to a more precise determination of
the fracture-mechanical parameters of quasi-brittle materials. The numerical analysis proposed
in the paper has been motivated particularly by this issue.

The numerical study consists of three parts which are described in following sections in
detail.
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Fig. 2. The geometry of the compact tension test with classical (CT – a) and round (RCT – b) com-
pact tension specimen; the geometry of wedge-splitting test with cube-shaped (c) and cylinder-shaped
(d) specimens

2.1. Study I

In this study the characteristics of the near-crack-tip stress field in the cube- and cylinder-shaped
WST specimen (figs. 2c and 2d, respectively) are compared to those of the classical and round
CT specimen (figs. 2a and 2b, respectively) that are usual (standard) testing specimens in the
case of fracture testing of metals [4]. The CT geometry was chosen due to its similarity to the
WST geometry from both the specimen’s shape and the imposed load point of view. In this
study the loading of the WST specimens was considered in a simplified way – the splitting
component of the loading force1 was only assumed.

For numerical calculations of both geometries the value W = 100 mm was used. Other
dimensions of the WST geometries were equal to e = 35 mm, f = 30 mm, h = 10 mm,
dn = 20 mm (the dimensions are indicated in fig. 2). The initiation notch of length a and c
for CT and WST geometry, respectively, was modelled as a crack where their values varied so
that parameter α indicating the relative crack length lies in the interval 〈0.2, 0.8〉. In the present
numerical study the relative crack length α is defined as a ratio of the effective crack length, i.e.
the distance from the point of the force application to the crack tip, and the effective specimen

1The loading force introduced by the testing machine is decomposed through the wedge into the splitting
and the compressive component. As the angle of the wedge ranges usually from 10◦ to 15◦, the value of the
compressive component in relation to the splitting on is very low.
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width, i.e. the distance from the point of the force application to the end of the specimen:

α =
a

W
(1)

for CT and RCT specimens, see figs. 2a and 2b, and

α =
c + (dn − h)

W − h
(2)

for cube- and cylinder-shaped WST specimens, see figs. 2c and 2d.

2.2. Study II

Investigation of the stress field in the WST specimens has followed the specification of the
boundary conditions in the area of introducing of the load – the component of the loading force
inducing the compression of the specimen was taken into account. Both expected components
of the loading force in the case of WST specimen are shown in fig. 3. The applied splitting
force Psp (acting horizontally in the figure) is related to the compressive load Pv (vertical), see
e.g. [30, 35], as:

Pv =
1

2
Pspk, (3)

where
k =

2 tanαw + μc

1 − μc tan αw
. (4)

Symbol αw represents an angle of the wedge and μc refers to friction in the roller bearings.
A single support on the axis of symmetry presents the only boundary condition on the specimen
back-face (see fig. 3).

Fig. 3. The cube- and cylinder-shaped WST specimens – an indication of the loading determined by the
boundary conditions

The influence of the friction in roller bearings which transfer the load from the wedge to
the specimen was also investigated. The coefficient of friction μc usually varies between 0.001
and 0.005 for bearings used within the experimental setup, see e.g. [13]. In our case two values
of coefficient μc are used as the lower and upper bound to cover all possible values of the
friction coefficient. The first one was set to 0; it means that there is no friction in the bearings,
and second one to 0.005, which represents the maximal friction in the roller bearings. The
dimensions of the WST specimens were considered the same as in the previous study.
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2.3. Study III

The next study was focused particularly on the cube-shaped WST specimens. Precise repre-
sentation of the loading (both components of the loading force) was taken into consideration
and the influence of the boundary conditions on the bottom side of the specimen was chiefly
investigated.

The study supplements the work by Karihaloo et al. [16] in this aspect. In figs. 4a and 4b
schemes of testing configuration analysed in [16] are depicted. Schemes in figs. 4c up to 4e
represent variants of boundary conditions on which own computations were conducted. On the
other hand, only the values of the stress intensity factor K and the T -stress along the crack
propagation through the specimen ligament were computed in contrast to first 5 terms of the
Williams series presented in [16], as is noted above. Another improvement covered by the
proposed paper in comparison to the results published in [16] is the investigation of the influence
of the vertical component of the loading force on the values of the near-crack-tip stress state
parameters (compare figs. 4a with 4c or 4b with 4e, respectively). This issue is partly also the
subject of the study described in the previous section. The specimen dimensions correspond to
the previous studies and are indicated in fig. 4.

Fig. 4. Considered specimen dimensions, components of loading force and variants of supports: (a and
b) Karihaloo et al. [16], (c, d, and e) own computations
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3. Theoretical background

According to two-parameter fracture mechanics approach which uses T -stress as a constraint
parameter, the stress field around the crack-tip of a two-dimensional crack embedded in an
isotropic linear elastic material subjected to normal mode I loading conditions is given by the
following expressions [45, 2]:

σxx =
KI√
2πr

cos

(
θ

2

)[
1 − sin

(
θ

2

)
sin

(
3θ

2

)]
+ T

σyy =
KI√
2πr

cos

(
θ

2

)[
1 + sin

(
θ

2

)
sin

(
3θ

2

)]
(5)

τxy =
KI√
2πr

cos

(
θ

2

)
sin

(
θ

2

)
cos

(
3θ

2

)
where r and θ are the polar coordinates and x and y are the Cartesian coordinates, both with
origins at the crack tip. KI is the stress intensity factors (SIF) for mode I , σ and τ are the
normal and shear stress, respectively. The T term in the first line of equation (6) is the elastic
T -stress which is the second constant term corresponding to a uniform parallel stress σxx = T .
Thus, in two-parameter based fracture mechanics, the stress field is expressed by means of the
two parameters, the stress intensity factor KI and the T -stress (see e.g. [20, 27]).

The SIF and the T -stress according to [23] may be normalized expressed by stress biaxiality
ratio B as follows:

B1 =
KI

K0

, where K0 =
Psp

t
√

W
(6)

and

B2 =
T
√

πa

KI
, (7)

where Psp is the horizontal splitting loading force, t is the thickness, W is the fundamental
dimension (specimen width) and a represents the crack length. In the present numerical study
the crack length a is defined as a distance from the point of the force application to the crack
tip, see section 2.1.

4. Modelling

The material input data for the concrete used in the numerical simulation are chosen as follows:
Young modulus E = 44 000 MPa and Poisson’s ratio ν = 0.2.

The stress intensity factor K and the T -stress values were computed by means of the finite
element method either using direct techniques [49] or quarter-point crack-tip elements for their
determination ([37, 11]). Generally, the direct methods need extreme mesh refinement close
to the crack tip in comparison with the method employing quarter-point elements. For direct
method the estimation of the fracture parameters is derived directly from the singular stress
description, see eq. (5).

As a first step, the 2D finite element method solution is employed to the CT and RCT
specimens to verify the accuracy of used numerical model. Subsequently the above-mentioned
methods are applied to fracture parameters calculations for both shapes of WST specimens. The
commercial finite element program ANSYS is used to analyze all the models presented here.

Note that the geometries are symmetric including both the specimen shapes and the loading
conditions; therefore only one half of each specimen was modelled. Different finite element
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Fig. 5. The finite element mesh used in the simulations: a) One half of the cylinder shaped WST specimen
used for FEM calculation, b) detailed view of the small region near the crack tip (a quarter-point crack-tip
element was used)

models are constructed for each of the a/W ratios investigated. A typical finite element mesh
used in the computations is shown in fig. 5 together with a detailed view of the small region
near the crack tip. The size of the smallest element in the crack tip is 5 × 10−5 mm.

5. Results and discussion

The results obtained from the numerical study are divided into following three subsections
correspondingly to section 2.

5.1. Study I

Numerical results comparing the normalized values of the SIF (i.e. B1) and T -stress (i.e. B2)
for the cube- and cylinder-shaped WST specimens (see figs. 2c and 2d, respectively) with those
of the classical and round CT specimens (see figs. 2a and 2b, respectively) are plotted in fig. 6.
The values of the B1 and B2 for the classical and round CT specimens can be found in literature,
see e.g. [20].

The compact tension geometry from the ASTM standard [4] is similar, in some geometri-
cal aspects; to the wedge splitting geometry and it is possible to expect similar values of the
normalized stress intensity factor B1 related to SIF by eq. (6). The dependences of normalized
stress intensity factor B1 as a function of α for four considered test geometries are presented
in fig. 6 left. The graph shows that the normalized SIF values are similar for corresponding
specimen shapes of wedge splitting and compact tension geometry (cubic-shaped WST and CT,
cylindrical WST and RCT). This fact is obvious especially for long cracks (α > 0.5), where the
influence of the loading setup to the stress state within the specimen can be supposed to vanish.

The normalized T -stress values B2 defined as a function T -stress in eq. (6), are plotted in
fig. 6 right. According to the results obtained, it can be seen that the B2(α) functions for the
WST geometry vary from negative to positive values for both specimen shapes. This is contrary
to the compact tension specimen (CT and RCT), where the B2 values are positive for each α.
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Fig. 6. Normalized values of the stress intensity factor K , B1 (left), and T -stress, B2 (right), for four
considered specimen shapes

5.2. Study II

Numerical results of this study show the influence of the compressive load Pv (vertical) defined
in eq. (4), see fig. 3. As the second step in this section the influence of the friction in roller
bearings which transfer the load from the wedge to the specimen was investigated.

The numerically calculated values of the normalized SIF (i.e. B1) and T -stress (i.e. B2) for
cube- and cylinder-shaped WST specimens are given in fig. 7 (left) and 7 (right) and fig. 8 (left)
and 8 (right), respectively. In these figures there are always three curves plotted: i) marked as
WST – the curve for cube-/cylinder-shaped WST loaded only by splitting force, ii) WST P –
cube-/cylinder-shaped WST loaded by both components of the loading force, i.e. the splitting
force Psp and the vertical compressive force Pv, without considering friction in roller bearings
(i.e. μc = 0), and iii) WST P μ – the same as in ii) with considering the maximal potential
value of friction coefficient (μc = 0.005).

Fig. 7. Normalized values of the stress intensity factor K , B1, for cube-shaped (left) and cylinder-shaped
(right) WST specimen
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Fig. 8. Normalized values of the T -stress, B2, for cube-shaped (left) and cylinder-shaped (right) WST
specimen

The results for cube-shaped WST specimen are shown in fig. 7 and 8 on the left. The B1

as a function of α have the same trend for all (WST, WST P and WST P μ) curves, see fig. 7
left. A slight difference of the B1 values (weak increase) can be seen for analyses considering
the vertical compressive force in comparison to the analysis neglecting the effect of the bottom
support, however, only for α > 0.7. The influence of the bottom support (differences between
the WST and WST P curves) is more pronounced than the influence of the friction in the roller
bearings (differences between WST P and WST P μ curves).

The normalized values of second parameter – T -stress, expressed by B2, as a function of α
are presented in fig. 8. The influence of the vertical compressive load (WST P) plays a dominant
role on the parameter B2 (see differences between WST and WST P curve), the influence from
the friction in roller bearings is insignificant. The WST P and WST P μ curves are similar and
the error introduced by neglecting the friction in bearings (even at its maximal value) is less
than 2 %, which is in agreement with recommendations from the literature [30, 35].

The results for the cylinder-shaped WST specimen are shown in fig. 7 and 8 on the right.
The graphs shows that the normalized stress intensity factor values B1 are similar for all three
studied cases of wedge splitting test, similarly to the cube-shaped WST. This fact is especially
obvious for short cracks (α < 0.6), where the influence of the loading set-up to the stress state
within the specimen can be regarded as negligible.

The normalized T -stress, i.e. B2(α) functions, vary from negative to positive values for
all loading cases. The influence of the vertical compressive load plays a dominant role in the
parameter B2, as in the case of the cube-shaped WST, the change due to the friction in roller
bearings is also insignificant.

5.3. Study III

The final study focused on the cube-shaped WST specimen and covered the influence of alter-
native supports, see figs. 4c (WST Pv), 4d (WST Pv 1/4), 4e (WST Pv 1/8). The numerically
calculated values of the normalized stress intensity factor K(B1) and T -stress (B2) are given in
figs. 9 left and 9 right, respectively.

The normalized SIF values, B1, are similar for WST cube-shaped specimen without vertical
load and three specimens including vertical load with various supports (a single central line
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Fig. 9. Normalized values B1 of the stress intensity factor KI (left) and normalized values B2 of the
T -stress (right) for considered specimen dimensions and boundary conditions

support and two line support), as shown in the fig. 9 and it is possible to conclude that the
influence of various supports on values of SIFs is not significant.

The normalized T -stress values from the conducted FEM analysis, expressed as B2, are
plotted in fig. 9 right. According to the results obtained, it is obvious that the B2(α) functions
for the WST geometry vary from negative values for short cracks to positive values for relative
crack lengths larger than approximately 0.25 in all cases studied. The influence of loading
arrangements studied on the values of B2 is significant especially in the interval α ∈ (0.3; 0.8).
Note that the interval is commonly used within the measurement of fracture parameters in the
case of the mentioned WST geometry.

6. Comparison with data from literature

As was mentioned in the introduction, Guinea et al. [10] presented solely values of SIF for
WST geometry. Karihaloo & Xiao [18] compared those values were with their own results
and reported differences was less than 2 %. Therefore, in this article the results given by [18]
(elaborated later in [16]) are compared with our presented results. These comparisons for the
normalized SIF KI (B1) and the T -stress (B2) are summarized in figs. 10 and 11, respectively.

In the graphs in figs. 10 and 11, there are five curves plotted:, i) the curve calculated for WST
loaded only by the splitting force Psp, see fig. 2c (marked as WST), ii) the curve calculated for
WST loaded by both components of the loading force, i.e. the splitting force Psp and the vertical
compressive force Pv, see fig. 4c, (WST Pv) iii) and iv) the curves calculated for WST loaded by
both the splitting and the vertical compressive force with two supports with various distances,
see fig. 4d (WST Pv 1/4) and fig. 4e (WST Pv 1/8), respectively, and v) the curve constructed
from data by Karihaloo et al. [16] corresponding to the configuration depicted in fig. 4a.

It should be noted that in the article [16] the authors did not specify whether the vertical
component of the load was considered in the numerical computations or not. Fig. 11 shows good
agreement of the WST curve and the Karihaloo et al [16] curve, their geometry and boundary
conditions are depicted in fig. 2c (WST) and in fig. 4a (Karihaloo et al. [16]). This indicates
that the vertical component of the loading force was not considered in [16].

A high level of crack-tip constraint can reduce fracture toughness and, in the case of fa-
tigue cracks, can reduce fatigue crack growth rate [21]. The knowledge of constraint enables
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Fig. 10. Normalized values B1 of the stress intensity factor KI for considered specimen dimensions and
boundary conditions

Fig. 11. Normalized values B2 of the T -stress for considered specimen dimensions and boundary con-
ditions
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a transferability of fracture toughness values obtained on laboratory specimens to engineering
structures. In general, two-parameter fracture mechanics approaches imply that the laboratory
specimens must match the constraint of the structure. The two geometries must have the same
B2 values in order to transfer fracture toughness from laboratory specimens to engineering
structures, see e.g. [27]. The approach of two-parameter fracture mechanics is descriptive but
not predictive. From this point of view the approximation of B2 values calculated for homoge-
nous specimens is sufficient and can be used to characterize constraint in cases when hetero-
geneity not essential as well. In order to use the two parameter fracture mechanics approach in
fracture analysis, the constraint for the considered wedge splitting test has to be calculated.

7. Conclusions

A finite element numerical analysis of the near-crack-tip stress fields for several variants of WST
specimen shapes (cubical and cylindrical) with various boundary conditions was performed by
means of a constraint-based two-parameter fracture mechanics approach. The study consists of
three parts each of which was focused on selected aspects:

i. Comparison of the cube- and cylinder-shaped WST specimens with classical CT and
round CT specimens.

ii. Consideration of the compressive component of the loading force together with a single
central support on the back-face of the specimen; investigation of the influence of friction
in the roller bearings.

iii. Consideration of the compressive component of the loading force together with several
variants of supports proposed in the literature.

The analysis procedures and results were compared with existing solutions from the literature.
The following conclusion may be drawn from the results obtained:

• The stress intensity factors for cube-shaped WST and CT specimens and cylinder-shaped
WST and RCT specimens, respectively, are similar. That holds true even for mutual com-
parison of cube-and cylinder-shaped WST specimens. This fact is especially pronounced
for long cracks (α > 0.5).

• The T -stress depending upon the crack depth ratio α varies from negative to positive
values with increasing α for both WST specimen shapes, contrary to the CT geometry,
where the T -stress is always positive.

• The influence of the geometry is much stronger on the values of T -stress than the stress
intensity factors.

• The influence of the vertical compressive force, i.e. the reaction from the support at the
back-face of the specimen, is much stronger on the values of T -stress than on the K-
factors.

• The friction in roller bearings with usual intensity influences the results of the wedge
splitting test negligibly.
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• Normalized values of K-factor (B1) are almost the same in the whole range of the relative
crack length α for all studied variants of the WST boundary conditions. They are in good
agreement with the results published in the literature [10, 16, 18].

• Normalized values of the T -stress (B2) depend noticeably on both considered groups of
changes of boundary conditions, i.e. both in the part of the application of the load (based
on considering the compressive force component or not) and on the opposite side of the
specimen (one or two supports, different distances of the supports).

• Neglecting of the compressive component of the loading force increases stress constraint
at the crack tip. This tends to underestimation of the size of the zone of failure, which con-
sequently causes an overestimation of the values of the determined fracture-mechanical
parameters.

• An increase in the distance of the two supports on the bottom side of the specimen leads
to an increase in the value of the T -stress.

The present results can be used for more reliable determination of fracture parameters of concre-
te-like materials. The utilization of the procedure for the FPZ size and shape estimation shows
that knowledge of the higher order terms of the crack tip stress field is necessary [42, 43, 33],
therefore attempts to compute more than the two members (i.e. K-factor and T -stress) of the
Williams’ series approximating the stress field in the cracked body are in preparation.
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[7] Brühwiler, E., Wittmann, F. H., The wedge splitting test, a new method of performing stable

fracture mechanics test, Engineering Fracture Mechanics 35 (1990) 117–125.
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